
806 SERIES
FL-806-V1.0 FLOOR LAMP
The floor lamp version of this design offers the 
same comfortable energy-efficient illumination as
the table lamp. While it is slightly larger in scale, it
offers the same finishes and the choice of metal or
luminious dome.

TL 806 & FL 806 OPTIONS
• DOME: Choice of Luminous Dome, specify suffix

LD, or Metal Dome, specify suffix MD. Metal dome 
is painted white on the underside.

• FAUX ALABASTER: Luminous dome available with 
hand-applied finish. Specify FAUX.

• DIMMING: Advance electronic ballast with 100-15%
dimming range. 

• CORD: Two conductor cord with polarized plug available 
in black or white. Specify BLK or WHT.

VARIATIONS (Call factory)
• Mixed or special finishes

• Variation in overall height
• Fixed mounting
• Eliminate switch

SPEC GUIDE

VERSION         CAT# LAMP         FINISH        DOME        CORD        OPTIONS- - - - - -
q TL TABLE q 806-V1.0 CF2/26 q SA q LD q BLK q FAUX
q FL FLOOR q SB q MD q WHT q DIM

q AB

SAMPLE SPEC: TL-806-V1.0-CF2/26-SB-LD-WHT-FAUX
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Shown with Satin Aluminum Finish
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